
TYPICAL PRECAST GULLY
JOINT IN CONCRETE SURROUND
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FOUL SEWER & SURFACE WATER PIPE BEDDING DETAILS

PIPE BEDDING TYPE 2

IF DEPTH OF COVER <1.2M
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BEDDING TYPE 3

COMMON DRAINS PIPE IF

DEPTH OF COVER >1.2M
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PIPE BEDDING TYPE 1

MAIN DRAINAGE UNDER ROADS

IF DEPTH OF COVER >1.2M

TRENCH WIDTH

<
1

.
2

m

CONCRETE SURROUND TO PIPE RUN

NEAR BUILDINGS / FOUNDATIONS

B

500 MIN.

A
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LOCKABLE

COLUMN DOOR

COLUMN

CONCRETE APRON (GRADE C30), 600mm

Sq. TO BE PROVIDED IN GRASSED AREA.

CABLE ENTRY

SLOT

COMPACTED

BACKFILL

CONCRETE MIX

ST5 PLACED  IN

FACE OF

EXCAVATION.

CONCRETE FLAG

PUBLIC LIGHTING COLUMN

ROUTING DETAIL

COLUMN MOUNTING HEIGHT

ROOT DEPTH

CABLE ENTRY DEPTH

ROOTING COLUMN DEPTH

HEIGHT OF COLUMN DOOR

A

B

C

D

14m 12m 10m 8m 6m

2.0m 1.7m 1.5m 1.2m 1.0m

0.3m 0.3m 0.3m 0.3m 0.3m

1.3m 1.0m 0.8m 0.7m 0.5m

1.5m 1.5m 1.5m 1.5m 1.5m
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