
SMALL FORMAT NATURAL

STONE PAVING

Selected Natural Stone Paving

Paving Bedding

Sub-Base

To engineer's detail

Ground

Well consolidated or

undisturbed ground
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Subsoil

Subsoil thoroughly ripped to ensure

free drainage and no standing water
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Hedge Planting

Min. 600mm width

Growing Medium

Backfilled to min. 450mm

depth
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Square pit Min.1800

Tree Protection

Selected tree

protection screen
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Staking

2 no. stakes, 1 no. crossbar & tree tie per pit.

Driven into base of pit. Finished 300mm

above ground.

Subsoil

Subsoil thoroughly ripped to 600mm depth

below drainage layer to ensure free drainage

and no standing water.

Square pit Min.1200

Growing Medium

Mulch

Selected Large Format Paving

Paving Bedding

Sub-base

To engineer's detail

Ground

Well consolidated or undisturbed ground

Growing Medium

PAVING IN SOFT LANDSCAPE GROUNDCOVER AND HEDGE

PLANTING

GRASS SEEDED AREA

Subsoil

De-compacted throughout entire seeding area

Growing Medium

Backfilled to min. 200mm depth

Grass Seeding

2
0
0

Groundcover Planting

SMALL AND MULTISTEM TREE

PLANTING IN SOFT LANDSCAPE

TYPICAL TREE PLANTING

IN SOFT LANDSCAPE

REINFORCED GRASS AND SOFT

LANDSCAPE INTERFACE

Ground

Well consolidated or undisturbed ground

Reinforced Grass

Kerb

Shown indicative only, to engineer's detail

Filter Drainage

To engineer's detail

Soft landscape

Footing

To engineer's detail

Permeable Concrete Block Paving

Ground

Well consolidated or undisturbed ground

Paving Bedding, Sub-base

To engineer's detail

PERMEABLE BLOCK PAVING

Ground

Well consolidated or undisturbed ground

Sub-Base

To engineer's detail

Self-Binding Gravel

Blinding

Quarry dust on sub-base

SELF-BINDING GRAVEL

2500

2

Timber Stake

INTERFACE BETWEEN BUILDING

AND SOFT LANDSCAPE

Natural Stone Aggregate

6-10mm pea gravel. Top level of gravel

to be 25mm below top of timber edge

Edge Restraint

Pressure treated timber edge restraint.

Top of timber to be level with

soft landscape. Stakes and bracing to be

finished 50mm below soft landscape

level

75

PERMEABLE BLOCK PAVING

IN PARKING BAYS

Flush Kerb

To engineer's detail

Sub-Base

To engineer's detail

Ground

Well consolidated or undisturbed

ground

Permeable Concrete Block Paving

2
5

Road surface

Wearing course, base course

and sub-base all to engineer's detail

IN-SITU CONCRETE PAVING

OVER FREE-DRAINING GROUND

Sub-Base

To engineer's detail

In-situ Concrete Paving

Selected colour and finish

Crack Inducing Joint

6mm wide saw cut crack

inducing joint

Ground

Well consolidated or undisturbed

ground

M
i
n

.
 
9

0
0

Square pit Min.1800

Clear Stemmed

Tree specimen clear stemmed

Tree Protection

Selected tree

protection screen

Mulch

75mm depth. Spread with 20mm

clearance from base of tree or plants

Irrigation System

Selected irrigation system, to

manufacturer's specification

Guying System

Tree secured by selected guying

system

Growing Medium

Drainage

200-300mm depth layer of 10-12mm

washed and graded pebble, profiled

as shown, deepest at tree pit edges

Subsoil

Subsoil thoroughly ripped to 600mm

depth below drainage layer to ensure

free drainage and no standing water

SPECIMEN TREE PLANTING IN

SOFT LANDSCAPE

Geotextile

Geotextile between soil and drainage layer,

lapped and folded vertically min 200mm to

side of pit

Slow release watering bag

To manufacturer's specification
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Mulch

75mm depth. Spread with 20mm

clearance from base of tree or plants

Irrigation System

Selected irrigation system, to

manufacturer's specification

Growing Medium

Drainage

200-300mm depth layer of 10-12mm

washed and graded pebble, profiled

as shown, deepest at tree pit edges

Subsoil

Subsoil thoroughly ripped to 600mm

depth below drainage layer to ensure

free drainage and no standing water

Geotextile

Geotextile between soil and drainage layer,

lapped and folded vertically min 200mm to

side of pit

This drawing is the copyright of the Landscape Architect. Unless otherwise stated all

dimensions are in millimetres. Where dimensions are not given, drawings must not be

scaled and the matter must be referred to the Landscape Architect. If the drawing includes

conflicting details/dimensions the matter must be referred to the Landscape Architect. All

dimensions must be checked on site. The Landscape Architect must be informed, by the

Contractor, of any discrepencies before public realm improvements proceed.
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